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Specifications

Color ................................................ Black

Length ............................ 63.2mm (2.48in)

Width ................................ 20mm (0.79in)

Depth .............................. 43.7mm (1.72in)

Weight ..............................36.28g (1.28oz)

Pullout Force ......................>35kg (77lbs)

Lock Magnetic Strength ...........5kG, 9kG

  This Product is in conformity with 
RoHS II Directive 2011/65/EU and REACH 
Substances of Very High Concern as 
defined in Regulation (EC) No 1907/2006 
and subsequent amendments to both.

Solution Application 
Baseball Bats, Fishing Rods, Tennis 

Rackets

Product Codes 

ZLAMT6010-5 (5kG) 

ZLAMT6010-9 (9kG)

Product Compatibility

Detachers 

Magnetic 9kG Detachers 

Magnetic 5kG Detacher 

Magnetic 5 and 9kG Detacher

Detacher Type 

Magnetic

Environmental Constraints

Temperature 
Maximum storage temperature not to 
exceed 60°C (140°F) for 96 hours at  
80% RH.

Humidity 
Unaffected by 80% humidity at 60°C 

(140°F), up to 96 hours

Magnetic Bat Tag
This unique, hard tag provides maximum 
protection for hard-to-tag sporting 
equipment including baseball bats, fishing 
rods and tennis rackets. With placement 
on the shaft of the merchandise, the 
tag does not interfere with customers’ 
handling of equipment.

Retailer Values 

// Provides maximum protection for hard-
to-tag sporting equipment

// Reusable; the long shelf life 
helps reduce shrink and decrease 
operational costs

// Promotes open merchandising for 
increased sales

// Visually appealing, does not affect 
shopper experience

Magnetic Bat Tag |  Acousto-Magnetic (AM)
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