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Specifications

HS-AHD-D025C4
180° Panoramic Camera

Dimension Unit : mm

Model HS-AHD-D025C4

Pick up device 1/2.8” SONY CMOS : 2.0 Mega

Resolution 1920(H) x 1080(V) @ 30fps

Video Output AHD 

Min. Illumination 0.1 lux@F2.0 (AGC ON)

Synchronization Internal

Electronic Shutter Auto 1/60 (1/50) ~ 1/50,000 sec / FLK

Lens Type Parameter Lens : 1.85 mm/F2.0

S/N Ratio More than 50 dB(AGC OFF)

Control CoC (Control Over Coaxial)

2DNR Yes

3DNR Yes

Power Source DC12V ± 10% / 1A

Current 100mA

Power Consumption 1.2W

Operating Temperature -10℃ ~ 50℃ (14℉ ~ 122℉)

Storage Temperature -20℃ ~ 70℃ (-4℉ ~ 158℉)

Dimension 87.7(H) x 110(Diameter) mm  

AHD Camera  

Wide-angle lens 1.85mm
Panoramic view covering all angles
Lens angle : 120°~180°
-Adjustment at every increment of 5 degrees
Replace dual lens
Suppurt CoC

Saves the hassle of tampering with cables.
Vertical viewing angle(MAX) : 110°
Multiple screen display
Sony Sensor
Pan(left or right) position setting at 140°
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