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HS-AHD-D034A9
1080P 10X PTZ Dome CameraAHD 1080P

P/T/Z  Dome 

Dimension Unit : mm

1/3’’ Panasonic CMOS Sensor
10X optical zoom
High video quality
Support CoC
Customizable feature settings

24 hour continuous pan/tilt rotation
Preset  rotational angles and points, regular auto calibration
Recording of pattern data
Anti-ESD(Electro Static Discharge), lightening protection 
function
IR distance 80M

Specifications
Model HS-AHD-D034A9

Pick Up Device 1/3" Panasonic CMOS Sensor 

Resolution 1944(H) x 1092(V)

Video Output AHD

S/N Ratio More than 50dB (AGC OFF)

Zoom 10X Optical Zoom

Lens Type 10X Zoom, f=5.1~51mm, F1.6~F1.8

Min. Illumination 0.4Lux(Day) / 0.1Lux(Night)

IR Distance 80M

Focus AUTO / Manual / One Push

White Balance AUTO / Manual / ATW / Indoor / Outdoor

Electronic Shutter 1/30 (1/25) ~ 1/30000 sec

Pan Range 360 endless rotation 

Pan Speed Preset Speed : 43°/s ~ 300°/s

Tilt Range 0 ~ 90°

Tilt Speed Preset Speed : 43°/s ~ 182°/s

PTZ Control RS485 / CoC

Power Source DC12V 5A

Dimension Φ141 x 217 mm

Operating Temperature -10℃ ~ 50℃ (14℉ ~ 122℉) 
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